
 

PARISIAN ELEGANCE V  



 

PE1500 Series 

Panels: 
 

Standard Panels: Seedy  
Options:  Clear, Ripple, Opal, Beveled Glass, 

 Pearl, Honey, Rose, Pebble 

Parisian Elegance Series is available with: 

Bronze, Copper or Swedish Accents 

To Order: Rusty Nail/Brz 

 Umber/Copper 
 Old Iron/Swed 

Socket Options: 
 

Medium Standard: 1 Lite Edison (100 Watt Max) 
 Options:   3 Lite Cluster (3-40 Watt Max); PL: 7-9-13, Quad 9-13; Electronic Ballast  

  EBPL: 13-26-32 (4 Pin); GXU24 

Large  Standard: 3 Lite Cluster (3-60 Watt Max) 
 Options:   1 Lite Edison (150 Watt Max); PL: 7-9-13, Quad 9-13; Electronic  Ballast EBPL:13-

  26-32-42 (4 Pin); GXU24 

 

 

2 

PE1570 Old Iron / Opal 



 

PE1550 

Ht. 23ò  

Wid. 10İò  

PE1551 

Ht.. 20ıò 

Wid. 10İò  

PE155023 

Ht. 23İò  

Wid. 10İò  

Extends: 13İò  
Top to Outlet: 18ò  

Backplate: 5ıòX 9İò  

PE155026 

Ht. 23İò  

Wid. 10İò  

Extends: 13İò  
Top to Outlet: 8ò  

Backplate: 5ıò X 9İò  

PE1570 

Ht. 30ò  

Wid. 13ò  

 

PE1571 

Ht. 29ò  

Wid. 13ò  

PE157023 

Ht. 31ò 

Wid. 13ò  

Extends: 15ò  
Top to Outlet: 22ò 

Backplate: 4İò X 11ıò 

PE157026 

Ht. 31ò 

Wid. 13ò  

Extends: 11ò  
Top to Outlet: 11ò  

Backplate: 4İò X 11ıò 

Medium 

Large 

PE1500 Series 

® 
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PE157083 

Ht. 31ò 

Wid. 13ò  

Extends: 16ò  
Top to Outlet: 19ò 

Backplate: 6ò X 26İò  

PE157086 

Ht. 33İò  

Wid. 13ò  

Extends: 16ò  
Top to Outlet: 14ò 

Backplate: 6ò X 26İò  



 

PE1700 Series 

Panels: 
 

Standard Panels: Seedy  
Options:  Clear, Ripple, Opal, Beveled Glass, 

 Pearl, Honey, Rose, Pebble 

Parisian Elegance Series is available with: 

Bronze, Copper or Swedish Accents 

To Order: Rusty Nail/Brz 

 Umber/Copper 
 Old Iron/Swed 

Socket Options: 
 

Medium Standard: 1 Lite Edison (100 Watt Max) 
 Options:   2 Lite Cluster (2-60 Watt Max); PL: 7-9-13, Quad 9-13; Electronic Ballast  

  EBPL: 13-26-32 (4 Pin); GXU24 

Large  Standard: 3 Lite Cluster (3-60 Watt Max) 
 Options:   1 Lite Edison (150 Watt Max); PL: 7-9-13, Quad 9-13; Electronic Ballast  

  EBPL: 13-26-32-42 (4 Pin); GXU24 
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PE1790 Old Iron / Opal 



 

PE1770 

Ht. 19ò  

Wid. 8İò  

PE1771 

Ht.. 18ıò 

Wid. 8İò  

PE177023 

Ht. 20İò  

Wid. 8İò  

Extends: 14ò  
Top to Outlet: 15İò  

Backplate: 9İò  X 5ıò 

PE177026 

Ht. 20İò  

Wid. 8İò  

Extends: 14ò  
Top to Outlet: 8ò  

Backplate: 9İò  X 5ıò 

PE1790 

Ht. 27ò  

Wid. 11İò  

PE1791 

Ht. 27İò  

Wid. 11İò  

PE179023 

Ht. 28ò 

Wid. 11İò  

Extends: 15ò  
Top to Outlet: 16ò 

Backplate: 4İò X 11ıò 

PE179026 

Ht. 28ò 

Wid. 11İò  

Extends: 15ò  
Top to Outlet: 10ò  

Backplate: 4İò X 11ıò 

Medium 

Large 

PE1700 Series 

® 
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PE3930 

Ht. 16ò  

Wid. 8İò  

PE3931 

Ht. 14İò  

Wid. 8İò  

PE393066 

Ht. 17ò  

Wid. 8İò  

Extends: 14ò  
Top to Outlet: 5İò  

Backplate: 5ò X 8ò  

 

PE393063 

Ht. 17ò  

Wid. 8İò  

Extends: 14ò  
Top to Outlet: 12ò 

Backplate: 5ò X 8ò  

PE393012 

Ht. 20ò  

Wid. 8İò  

Extends: 14ò  

Top to Outlet: 10ò 

Backplate: 20ò X 7ò X 4ò 

PE393011 

Ht. 20ò  

Wid. 8İò  

Extends: 14ò  

Top to Outlet: 10ò 

Backplate: 20ò X 7ò X 4ò  

PE3900 Series 
Small 

Panels: 
 

Standard Panels: Seedy  
Options:  Optic, Optic Acid Etch 

 

Socket Options: 
 

Small  Standard: 1 Lite Edison (60 Watt Max) 
 Options:   PL: 7-9-13, Quad 9-13; Electronic Ballast EBPL: 13 (4 Pin); GXU24 

Medium Standard: 3 Lite Cluster (3-60 Watt Max) 

 Options:   1 Lite Edison (100 Watt Max); PL: 7-9-13, Quad 9-13; Electronic Ballast EBPL: 13-26- 
  32 (4 Pin), GXU24 

Large  Standard: 4 Lite Cluster (4-60 Watt Max) 

 Options:   1 Lite Edison (250 Watt Max); PL: 7-9-13, Quad 9-13; Electronic Ballast EBPL: 13-26-32-
  42 (4 Pin); GXU24 
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PE3990 Old Iron / Acid Etched 


